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1. BASCO PRIME 2comp. filler, transparent, colorless 

 

1.1 item no, shade of Colour: 53-0007-SNF             

 

  

2. General description 

 

2.1 Application: Priming/Filler in structure with clear coats on carbon fibre substrates 

 

3. Technical Information 

 

3.1 Binder: Polymer, high network density 

 

3.2 System: OH functional acrylate, crossed with Isocyanate  

 

3.3 Processing: spraying 

 

3.4 Density: 1.0077 g/cm³ 

 

3.5 Solids content: 47.1% +/- 2% 

 

3.6 Processing viscosity 18-24s DIN4 

 

3.7 Mixing Ratio: 100:33 with hardener 19-0080-000 

 or 

 100:70 with hardener  19-0400-000/SNF 

 100:40 with hardener 19-0460-000 

 

3.8 Quantity of Application: Paint twice (with 15-20 min. intermediate flash-off), 

 max. 100 µm film thickness 

 

3.9 Pot Life: Approx. 3 hours at 23°C 

 

_________________________________________________________________________________ 

 
Legal notice  
 
In accordance with the General Conditions of Sale and Delivery, the responsibility of Berlac AG is limited and partially excluded 
(reference is made to www.berlac.ch). They form an integral part of each supply. In addition, responsibility is declined within the 
legal limits for any damages resulting of a product being not appropriate for a certain application. 
 
We do not neither assure nor guarantee the suitability of the products for a certain applicability or a certain type of processing. 
In either case, the buyer has to do preliminary suitability tests in accordance with his operating conditions. 
 
For the proper handling of our products, the current versions of the product and safety data sheets of Berlac AG must be ob-
served. Liability is limited and partially excluded in accordance with the General Terms and Conditions of Sale and Delivery of 
Berlac AG, which are published at www.berlac.ch and form an integral part of every delivery. 
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3.10 Thinner Addition of thinner on Component A: 

 

 Mixing Ratio 100:33 with 19-0080-000: 

 10-30% / 18-0120-SNF Special thinner. As recommendation 

 15% - corresponds to spray viscosity at room temperature 

 

 Mixing Ratio 100:70 with 19-0400-SNF: 

 5-20% / 18-0120-SNF Special thinner 

 

 Mixing Ratio 100:40 with 19-0460-000: 

 30-50% / 18-0120-SNF Special thinner 

 

 The dilution depends on the technical equipment and the climatic 

 conditions on site. The dilution must be set.    

  

3.11 Drying/Hardening: Flash-off time at 23°C: 30 - 45 min 

 

 Hardening at 80°C / 60 min (Object temperature) 

 Dust-free      15 min. 

 Grindable     1 hour 

_________________________________________________________________________________ 

 

4. Processing incstructions: Surfaces to be coated must be free from contamination of any kind. 

Depending on the substrate an intermediate sanding may  

 be necessary. 

 

 Implements: 

Spraying gun: RP 

Nozzle size:: 1.4 - 1.6 mm depending on component size 

Working pressure: 2.0 – 2.5 bar 

 

 

5. Storage: 12 months from production date at +5 - +35 °C, in originally  

 sealed containers. Protect the containers from direct sun light!  

 

________________________________________________________________________________ 
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