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SCS Sealing Tape <120°C
VACUUM BAG SEALING TAPE
DESCRIPTION
SCS Sealing Tape <120°C is a highly adhesive butyl sealing tape formulated to seal vacuum bagging to mould flanges,
particularly in theproduction of composite materials by infusion method.
SCS Sealing Tape maintains vacuum and is suitable for applications up to 135° C (short time).
Advantages and characteristics of SCS Sealing Tape <120°C
. high tack
. high modulus
. high tensile strength
. high adhesion
* easy application and removal at room temperature, mould surfaces remain clean.
CHEMICAL AND PHYSICAL CHARACTERISTICS
Feature Value* Method
Colour Grey
Penetration 65-80 dmm ASTM D 217
Application temperature From +5°C to +40°C
Service temperature From +5°C to +120°C (short time 135°C)
FORMATS

SCS Sealing Tape <120°C is available in 2 mm x 10 mm x 18 m reels and is sold in boxes of 22 units (396 m per box).

STORAGE AND DURABILITY

SCS Sealing Tape <120°C, stored in its original packaging, in a dry, well-ventilated place, at temperatures between
+5°C and +30°C, has ashelf life of 12 months from the date of manufacture.
The material is not hazardous for normal use and when handled by experienced personnel.

Our technical application advice in written or verbal form or by means of trials is given to the best of our knowledge, but isonly deemed
to be non-binding advice,also with regard to any third-party property rights, and does not release you from your own examination of the
products supplied by us for their suitability for the in-tended processes and purposes. Application, use and processing of the products
are beyond our control and are therefore exclusively your responsibility. We gua-rantee that the products comply with the respective
specifications. We accept no responsibility in the event of damage or accidents that may occur during the use ofthe products. Our
responsibility is limited to the refund or replacement of products that do not conform to the stated specifications.
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