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SM5142 

Sealant tape 

Ideally suited to aerospace and automotive applications 

Features and Benefits   

• Ideal for ambient, oven and autoclave curing 
temperatures of up to 204 °C (400 °F). 

• Good level of tack against all tool surfaces. 

• Excellent adhesion and “snap back” characteristics 
against all commonly used bagging films. 

• Strips very cleanly and quickly from mold surfaces, 
both hot and cold. 

• Tenacious adhesion to all commonly used vacuum 
bagging films. 

 

PROPERTIES 

Maximum cure temperature 204 °C 400 °F 

Color Yellow 

AVAILABILITY 

Roll size 9.14 m x 12 mm x 3 mm 30 ft x 0.5 in x 0.125 in 

Standard box contents 32 rolls per box 

STORAGE 

Must be stored in its original containers, below 27 °C (81 °F). 

Material has a 14 month shelf life from date of manufacture. 

Must be stored flat. 

Boxes should be stacked no more than 5 high. 

HEALTH & SAFETY 

Please refer to the product SDS for safe handling, personal protective equipment recommendations and disposal 
considerations. 

 
 

 

 

DISCLAIMER: The data and information provided in this document have been obtained from carefully controlled samples that are intended to be representative 
of the product described herein. NEITHER AEROVAC (INCLUDING ITS AFFILIATED ENTITIES) NOR ANY PERSON OR ENTITY ON ITS BEHALF MAKES 
ANY REPRESENTATIONS OR WARRANTIES REGARDING (A) THE PRODUCT DESCRIBED HEREIN, OR (B) THE ACCURACY, COMPLETENESS OR 
RELEVANCE OF THE DATA AND INFORMATION SET OUT HEREIN (IN EACH CASE INCLUDING, WITHOUT LIMITATION, WARRANTIES OF 

MERCHANTABILITY, FITNESS FOR ANY PARTICULAR PURPOSE, TITLE, NON-INFRINGEMENT AND WARRANTIES ARISING THROUGH COURSE OF 
DEALING OR USAGE OF TRADE). AEROVAC (INCLUDING ITS AFFILIATED ENTITIES) HEREBY EXPRESSLY DISCLAIMS ANY AND ALL SUCH 
REPRESENTATIONS AND WARRANTIES. Aerovac does not control the conditions under which its products are tested and used, and because the properties of 
this product can be significantly affected by the fabrication and testing techniques employed, Aerovac cannot and does not represent, warrant or guarantee that 
the properties described herein will be obtained with other processes and equipment. You hereby agree that Aerovac shall not be liable with respect to the use 

made by any third party of the data and information contained herein. Aerovac has the right to change any data or information when deemed appropriate. All 
trademarks are the property of their respective owners. ©2024, Aerovac. All rights reserved. 
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